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Outdoor Luminaires • Außenbeleuchtung

• Modern design,

• Wide range of use,

• High level of protection against penetration of 
dust and water - IP66.

• Modernes Design,

• Breite Anwendungsspektrum,

• Hohe Schutzart gegen Staub und Feuchtigkeit - 
IP66.

STREETPARK S LED
STREETPARK M LED
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Outdoor Luminaires • Außenbeleuchtung

Features/Konstruktion

Powder painted aluminum cast housing highly weather proof.  Luminaire is equipped with ad-
justable handle designed for mounting on posts and arms of 60 mm diameter. Level of tightness 
IP66. Diffuser is made of hardened glass. Following color temperatures are available: 5700 K.

Der Leuchtenkörper wird aus wetterfestem, pulverbeschichtetem Aluminiumguss hergestellt. 
Die Leuchte ist mit einstellbarer Halterung ausgerüstet, die für die Montage auf Masten und 
Ausleger mit einem Durchmesser des Endstücks von Ø 60 mm bestimmt ist. Schutzgrad 
IP66. Die Abdeckung ist ein halbdurchsichtiges gehärtetes Glas. Lieferbare Farbtemperaturen: 
5700 K.

STREETPARK LED
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Outdoor Luminaires • Außenbeleuchtung

Diffuser / Diffusoren:
SHM tempered opal glass
           ESG opal

Luminaire options / Leuchtenoptionen
Control gear / Vorschaltgeräte:
E  driver
 Treiber

Dimensions / Abmessungen

Available colour of the light / Erhältliche Lichtfarbe: 757

SDCM=5

Lifetime of LED sources / Lebensdauer LED: 60000 h (L70/B10)

Operating temperature range / Temperaturbereich der Leuchte im Betrieb: -40° C - 40° C

The power shown refers to the whole system (tolerance +/- 10%).
Die Leistung bezieht sich auf das gesamte System (Toleranz +/-10%).

The given luminous flux refers to LED light sources (tolerance +/- 10% depends on the 
value of the colour temperature).
Der angegebene Lichtstrom betrifft die LED-Module (Toleranz +/- 10% abhängig von der 
Farbtemperatur).

STREETPARK LED

Features

Available optics / Standard-Optik:
STREET-S
STREET-M
NARROW
FLOOD
ADREA
ZEBRA CROSSING L
ZEBRA CROSSING P
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STREETPARK LED S 629 266 510 99
STREETPARK LED M 718 311 600 103

Safety Switch automatically cuts off power when opening the light housing. 
Automatische Spannungsunterbrechung beim Öffnen des Gehäuses – Sicherheitskontakt.

Toolless clips to open the light housing body without tool.
Werkzeuglose Zugang zu der Treiberkammer.

STREETPARK M LED HE   35 W LED   5000
STREETPARK M LED HE   71 W LED 10000
STREETPARK M LED HE 106 W LED 15000
STREETPARK M LED HO   54 W LED   7500
STREETPARK M LED HO 107 W LED 15000
STREETPARK M LED HO 161 W LED 22000

STREETPARK S LED HE   28 W LED   4000
STREETPARK S LED HE   55 W LED   8000
STREETPARK S LED HE   83 W LED 12000
STREETPARK S LED HO   42 W LED   5500
STREETPARK S LED HO   83 W LED 11000

15°

15°

15°
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Outdoor Luminaires • Außenbeleuchtung

WARNING!
Technical data may be changed. Photos of the luminaries may differ from reality. Last updated 29.05.2019.
Other options of the luminaire available on request.

ACHTUNG!
Technische Daten können verändert werden. Abbildungen der Leuchten können von der Wirklichkeit abweichen. Die letzte 
Aktualisierung fand am 29.05.2019 statt. Andere Optionen der Leuchte sind nach Anfrage erhältlich.

STREETPARK NEW LED 
PREMIUM HE 7800LM 
STREET-S E IP65 21 750

h=91 %

134 cd

400

800

STREETPARK NEW LED 
PREMIUM HE 7800LM 
FLOOD E IP65 21 750

h=93 %

226 cd

140

280

STREETPARK NEW LED 
PREMIUM HE 7800LM 
STREET-M E IP65 21 750

h=94 %

332 cd

200

400

STREETPARK NEW LED 
PREMIUM HE 7800LM AREA 
E IP65 21 750

h=96 %

69 cd

160

320

STREETPARK NEW LED 
PREMIUM HE 7800LM 
NARROW E IP65 21 750

h=93 %

1226 cd

600

1200

STREET-S STREET-M NARROW

FLOOD AREA

Available optics / Standard-Optik:

ZEBRA CROSSING L ZEBRA CROSSING P


